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Quick Reference Guide — Concrete Surface Profile
(CSP) Requirements by Floor Type

This quick reference guide shows which ICRI Concrete Surface Profile (CSP 1-9) each floor type requires.
Profiles are achieved using concrete grinding, shot blasting or scarifying in line with manufacturers specifications
and relevant Australian Standards such as AS 1884, AS 3958 and AS/NZS 4586.

sidential & Rer

Garage Epoxy Coating

RESIDENTIAL

Floor Tiles (Ceramic, Porcelain)

RESIDENTIAL

Vinyl Planks / LVT

RESIDENTIAL

Hybrid / Engineered Timber

RESIDENTIAL

Commercial

High-Build Epoxy Floors

COMMERCIAL

Epoxy Flake Flooring

COMMERCIAL

Warehouse Floor Grinding

COMMERCIAL

Polyurethane Cement Floors

COMMERCIAL

SP 23

Method: Diamond concrete grinding with progressive
tooling and H-class dust extraction,

Method: Shot blasting or aggressive diamaond grinding to
remove litance and contamination,

Method: Fine diamond grinding, flatness carrection and
removal of contaminants,

Method: Diamond grinding and dust-contralled surface
preparation.

Method: Shot blasting or heavy concrete grinding to
achicve the specificd CSP.

Method: Diamond grinding or light shot blasting to open
the surface.

Method: Shot blasting, with scarifying for heavy damage
or deep repairs.

Method: Shot blasting or scarifying to the manufacturer's
specified CSP.



d, Honed & Sealed Concrete

Polished Congcrete Method: Progressive diamand grinding—metal bond
(SUPERFLOOR®) 1 through to resin-bond polishing with densifiers and polish
guard as specified.
POLISHED
Honed Concrete (External) Method: Course grit diamaond grinding to the desired
aggregate—honed with medium grit to a P3 slip-rating and
POLISHED Lty . 9 i ¢
natural-lbok water repelling sealer.
Grind & Seal Systems Method: Diameond grinding to the desired exposure and
CsS surlace prolile lor lhe selecled or specilied sealing coals.
POLISHED
Specialty & | stems
Moisture Barriers / DPMs Method: Shot blasting or grinding stricly to the Damp
CSP 3-5 Proof Me mbrane manufacturer surface texture
SPECIALTY T
specification,
Self-Levelling Compounds Method: Diamond grinding or shot blasting to remove
SP 3-5 weak surfaces and open the concrete,
SPECIALTY
Heavy Coating Removal Method: Scarifying. planing and heavy shot blasting to
expose sound concrete,
SPECIALTY

How We Match CSP to Your Project

We don't guess at surface profile. Before concrete grinding or shot blasting starts, we:

« Review manufacturer specifications for your chosen floor system
« Test existing surface conditions (moisture, contamination, soundness)
» Select grinding, blasting or scarifying methods and tooling to achieve the required CSP

Verify profile and flatness before your flooring installer or coating contractor arrives

That's why our floors don't fail. The concrete substrate and CSP are engineered to match
the system from day one.
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